I'-6""+
(typ.)

Height Varies

ya

Disengagement

31_6//
| (typ.)

Wire rope/
Turnbuckle
restraint (typ.)

]

— Install cable restraints, starting

Roadway side
(typ.)

steel wire rope

e . e at elther the top or bottom,
Ex'sf'?f S;Lﬂ/{ depending on the location of
POST {TYp- the disengagement, and
S continuing downward/upward
Existing panel untll the edge of the panel has
achieved | of engagement.
No restraints are required
from that point.
Edge of panel—|
%\

Approximate existing
groundline

PANEL ELEVATION VIEW

Scale: Vg =

¢ of 14" dia.hole
cored in panel (typ.)

Steel post

/,:/,/

e

"\

Ny

|I_OII
Notes
Debur the inside edges
of the stainless steel
(typ.) pipe to prevent damage

to wire rope.

I x 6" stalnless steel
turnbuckle - burr threads

ey

Varies
> N\ |

I/4' dia. stainless \\/

!_ Varies !

Less than I of engagement

Varies

—
_/

\Nomlnol ¥, dia. standard

Direction for Counting Posts:

2y WelghT stainless steel pipe
(typ.) in a 14" hole; held
held in place with epoxy
Nolse Wall D No: SECTION A-A Note: adhesive,
Scale: 1" = -0 On multi-sectional panels install a
minimum of ftwo panel restraints per
Post Nols) section. Restraints shall be spaced

a minimum of 1I’-6" from the horizontal
panel joint.
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